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Tools and Clean Up
Timber Pro products can be applied by spray, nylon 
polyester brush, roller, or dip tank. Tools and equipment
may be cleaned up with soap and water. Do not allow 

the coating to dry on tools.

Coverage:
Smooth Wood: 250-300 sq. ft/gallon
Rough Sawn: 150 – 200 sq. ft/gallon 

Shakes/shingles: 175-200 sq. ft/gallon

Note: The above coverage is given as a guideline as the
coverage will vary depending on age of wood, surface

porosity and moisture content.

Siding Application
Log and Siding Formula:

This application procedure is for all exterior siding 
profiles, species and smooth or rough surfaces. Working
from the bottom and moving up during application start
at one end and work through to a natural break in the
siding to avoid lap marks.

a) Apply a liberal coat of the Timber Pro Log and Siding 
Formula color to the wood surface. Smooth out all runs,
drips, & puddles.

b) Allow a minimum of 8-16 hours drying. Varies with air
temperature and humidity.

c) Apply a second liberal coat. Smooth out any runs, 
puddles and drips.

d) Allow a minimum of 8-16 hours drying.

e) Apply a final coat of Timber Pro Log and Siding 
Formula Clear as a top coat for maximum wear.

Note: if spraying, follow directly behind with 
back brushing to smooth out.



Log Home Finishing
Log and Siding Formula:

Prior to application if there are many cracks and large
checks that face upward they may collect water. These
cracks should be filled prior to application. Use an
appropriate caulking designed specifically for log 
home application.

The following application procedure is for all log homes
and wood species. This procedure is for seasoned logs
with moisture content below 21%

a) Apply a liberal coat of the Timber Pro Log and Siding 
Formula color to the wood surface. Smooth out all
runs, drips, & puddles.

b) Allow a minimum of 8-16 hours drying. Varies with 
air temperature & humidity.

c) Apply a second liberal coat. Smooth out any runs, 
puddles and drips.

d) Allow a minimum of 8-16 hours drying.

e) Apply a final coat of Clear Log & Siding formula as a 
top coat for maximum wear.

f) Apply 2-3 extra coats of the Log and Siding formula 
to the ends of the logs.



Shake / Shingle Siding
Log and Siding Formula:

Due to the extremely rough nature of shakes and 
shingles the Timber Pro Log and Siding formula 
should be applied at a rate of approximately 
175-200 sq. feet per gal.

a) Dip or spray the first coat of Timber Pro Log and 
Siding Formula color, allow the shake/shingle to 
drip off and assure all runs are brushed smooth.

b) Allow a minimum of 8-16 hours (this will vary 
with temperature and humidity level).

c) Dip, spray or brush the second coat applying 
liberally.

d) Allow a minimum of 8-16 hours drying.

e) Apply a final coat of Timber Pro Log and Siding 
Formula Clear as topcoat for maximum protection.
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